
BRUSH CLEANING 
Benzol may be used as a brush cleaning medium ONLY IF PLASTACOAT 33 THINNERS NOT AVAIL­
ABLE. 

EASY TO CLEAN 
Coated surfaces are not affected by conventional aqueous cleaning agents.
 

EASY TO REPAIR
 

If the coating becomes damaged through exceptional abuse, the damaged portion only can be re­

moved and the surface re-coated.
 

SANITARY 
PLASTACOAT 33 is resistant to bacteria and fungi and is suitable for use in food processing, milk fac­
tories, butter factories, etc. Its tough surface is easy to maintain in a clean sanitary condition. 

CHEMICAL PROPERTIES 
ODOURLESS, TASTELESS AND NON-TOXIC 
When thoroughly dry and all solvent evaporated, the coating is odourless and tasteless, and cOn­
tains no toxic substances, plasticisers or lead pigments. 

ACID RESISTANT 
When applied as directed, the coating will resist strong solutions of acids, such as hydrochloric, sul­
phuric, phosphoric and nitric acids at normal tem peratures and at elevated temperatures not exceed­
ing 160"F. 

STANDARD COLOUR CHART ALKALI-RESISTANT 

The coating will stand normal caustic cleaning, sterilis­

ing agents, and alkalies up to 160°F. 

SALT RESISTANT 

It is exceptionany resistant to a large number of salt 
GOLDEN CREAM STONE 

solutions and is unaffected after long periods of immer­

sion. 

ALCOHOL AND SOLVENT RESISTANT 

It is not affected by alcohols and aliphatic hydro­

carbons, but softens or even dissolves in Ketones, Esters, 

aromatic or ch'lorinated hydro-carbons. 

RESISTANCE TO OILS 

The resistance to natural oils and mineral oils IS only 

moderately good. 

STANDARD GREY LARCH GREEN 

SILVER BANDERILLO RED 



SILVER PLASTACOAT
 

Silver Plastacoat is an addition to the standard range of Plastacoat 33 protective coatings, and with 

a few exceptions embodies the same properties fOr corrosion resistance as the Plastacoat 33 series. 

It i. primarily a one coat protective covering and does not need the prior a pplication of an undercoat. 

For best results the same precaution's should be observed in the preparations of the surface to be coat. 

ed. Where considered necessary, two or more coats can be applied and application can be made 

by spraying, brushing or dipping. Where applied by spray gun, thinning may be necessary. For thin· 

ning use standard Plastacoat 33 thinners. 

It has far greater heat resistance than Plastacoat 33 and although not generally recommended, it will 

withstand for a limited period of a few weeks, the heat from a small coal gas flame similar to condi· 

tions existing on an ordinary household gas stove. 

It has excellent adhesion properties and is slighHy slower drying than standard Plastacoat 33. It has 

no di.electric properties and its corrosion resistance to the action of acid laden atmosphere, chemical 

fumes, etc., is limited only by its aluminium base. 

Silver Plastacoat obtains its greater resistance to corrosion and heat 24 hours after application and 

when all solvents have been com pletely eva porated. 

Silver Plastacoat opens up new fields for outdoor protection against corrosion as well as many avenues 

for indoor usage. 

s 0133 
COMPLETE - POSITIVE - LONG LASTING PROTECTION 

Manufactured by 

WARATAH CHEMICALS PTY. LTD. 
MOSMAN SYDNEY N.S.W. AUSTRALIA 


