


Specification and Tender for Anchor Logs and Posts

Grote Reber, C/- C.S.I.R.0., Hobart, phone 22786

Specification

A1l material to be cut from Blue Gum, Stringybark,
Peppermint or Celery Top. Tenderers shall state t7pe of wood
they proposc to supply.+ Tenders must be received before 16th
November 1963,

Anchor logs to be three feet long plus or minus one
inch, and 30 to 36 inches circumference at centre. Ends are to
be sawn off squarc. One hole 11/16 inch diameter is to be
drilled crosswise through the centre of log at a place halfway
between ends plus or minus one inch. The tcnderer may drill
hole by power cquipment, if available, or by hand. If by hand,
the purchaser will supply on loan one suitable auger. This
avger must be returned to purchaser in good condition less normal
wear, or cost of auger will be deducted from tender price.

Posts are to be 19 to 28 inches circumference at butt
and more than 12 inches circumference at tip. Butts to be
sawn off square and tips to be cut wedge shape with 45 degree
slopes.

All material to be round in cross section plus or
minus ten percent and have all bark removed. Material contain-
ing splits, cracks, hecart rot, loose knots or other defects will
not be accepted. Circumference measurcments shall be taken
inclusive of sapwood and will be strictly enforced. A1l knots
to be trimmed off smoothly.

Delivery

All material is to be delivered to Hadio Astronomy
installztion at Dennistoun near Bothwell before 14th December
1963, at a date and time mutually agreed upon by purchaser and
tenderer. The anchor logs are to be placed in a north/south
direction at base of large poles underneath the overhead springs.
The posts are to be placed in a north/south direction along west
side of road oppositec the white pegs near east gide of road.

The installation contains a large number of wires
nine to ten feet above ground. The tenderer is to use great
care not to damage any of these wires or associlated eguipment.
The cost of any daemage will be deducted from tender price.



